
Length Overall - 22’6’
Beam - 8’3” 
Draft - 2’ 
Deadrise - 18 deg
Cruising Speed - Full Load - estimate - 30 knots
Max Speed - Max Speed - estimate - 35 knots
Range @ Cruising Speed - estimate - 150NM
Trailerable Weight - 3400 lbs
Fuel Capacity (gasoline) - 98 gallons
Power - Up to twin 200HP Outboards

-Marine welded 5086 aluminum construction
-ABYC yacht standards where applicable
-Safe, comfortable and dry ride
-Forward sloping stand-up console with rubber 
  framed windshield and side windows
-Spacious forward deck and aft cockpit 
-Self bailing fully welded aluminum deck
-Stainless steel handrails
-Lockable integrated storage lockers
-Enclosed stand up head/locker enclosure

Tideline TL22 Centre Console
Features

Construction
Bottom Plates
Side Plates
Deck Plates
Keel and all extrusions
Spray foam insulation hull
Sound dampening insulation
7” x 10” weld on aluminum cleats

.250” 5086H-32 

.1875” 5086H-32

.156” 5052H-32 
6061 T6



Standard Features

-Dual Racor fuel filters
-Coast Guard approved fuel system
-Electric Trim Tab system with dash-mounted switch  
-2 Z4A zinc anodes 
-8 gang fussed switch panel 
-Fixed SS Anchor roller 
-12V USB power point
-2 group 24 12V batteries in boxes
-1 Heavy duty battery switch and wiring
-1 2000 gal bulge pump with automatic float switch and dash-mounted auto/manual switch
-LED nav lights 
-12”x12” electric trim tabs with dash-mounted switch
-12v electric air horn 
-anchor storage under fwd seat
-storage shelfs along hull sides
-low profile side and transom rails
-Drain plug in transom
-self-bailing decks 
-fuel connection inspection hatch
-welded bow eye
-aluminum seat box and back rest with vinyl cushion and storage beneath 
-aluminum hard top and windshield with 2 side windows and 1 windshield 
-aluminum seat and backrest award of console with vinyl fusion and backrest and storage beneath
-Cabin mounted air horn with compressor
-Hydraulic steering and ram 
-Non skid paint on decks
-Hull side stiffeners 
-Dome light in hard top
-2” half pipe at sheer


