
Length Overall - 25’4’
Beam - 8’6” 
Draft - 2’ 
Displacement - 6000 lbs 
Deadrise - 18 deg
Cruising Speed - Full Load - estimate - 28 knots
Max Speed - Max Speed - estimate - 35 knots
Range @ Cruising Speed - estimate - 180NM
Fuel Capacity (gasoline) - 92 gallons
Power - Up to twin 150HP Outboards

Tideline TL25 SportFish



Machinery, Systems and Features
-Marine welded 5086 aluminum construction
-ABYC yacht standards where applicable
-Safe, comfortable and dry ride 
-Self bailing fully welded aluminum deck
-Non-skid surface on side decks and cuddy deck
-AJR windows (2 A150 slide windows with screens)
-3 A5 forward windshields / 2 A5 aft cabin windows
-A250 insulated locking cabin door with window -285L aluminum baffled fuel tank with sending units 
 (Coast Guard approved)
-Dual Racor fuel filters
-Coast Guard approved fuel system
-2 Z4A zinc anodes 
-Corbin 2 Captain’s chair with Shockwave S5 suspension on a box
-Forward V berth with vinyl-covered ceiling panels, carpet wall coverings and vinyl cushions to allow 
  sleeping for two
-Opening hatch in cuddy top
-Marine flush toilet located in v berth with drop-in cushion to cover
-Privacy door into v-berth 
-10 gal holding tank system complete with dock side and overboard pump-out 
-Industrial vinyl flooring throughout interior floors
-Vinyl-wrapped ceiling panels and white arborite-covered wall panels 
-Port side dinette with seating for 4 with custom upholstery, table to drop down to make a bunk with 
  filler cushion
-Forward seat to have reversible back rest to allow for forward seating position 
-stbd side cabinet with storage and a countertop. (future sink and fridge)
-Cockpit and side gunwales covered with Sea tech decking
-Fish locker located at the transom with drain and macerator pump-out 
-Fish cutting board on top of fish locker
-Aft cockpit rails with two downrigger mounting plates
-SS bow rail ending at the windshield
-Cockpit control station



Electrical / Mechanical
-Two group 31 batteries in boxes 
-Heavy-duty battery isolation switch
-DC distribution panel with dash-mounted rocker switches
-Radar mast with antenna mounts and cable raceway 
-4 LED cabin lights
-2 LED compartment lights
-Coast Guard approved LED navigation lights
-Cockpit LED rear deck spreader light
-Two 12v USB charging stations at the port and starboard helm
-2 Downrigger power points in the cockpit
-2 1100 gal per hour automatic bilge pumps with float switches
-Three windshield wipers with SS arms and blades
-Cabin-mounted air horn with compressor
-Electric Trim Tab system with a dash-mounted switch 
-Raw water washdown pump with outlet in the cockpit
-Diesel heater with ducting to main cabin, defrost and v-berth

Construction
Bottom Plates
Side Plates
Cabin Plates
Deck Plates
Keel and all extrusions
Spray foam insulation hull
Sound dampening insulation

.250” 5086H-32 

.250” 5086H-32

.156” and .125” 5052H-32

.156” 5052H-32 
6061 T6



Paint and Finishing
-Custom grey speckled paint on dash bulkhead and windshield 
-Grey indoor/ outdoor carpet on v-berth hull sides, cabin hull sides and cockpit and transom hull sides 
-Custom paint on hull sides (Awlgrip Stars and Strips Blue)
-Custom paint on the cabin top and cuddy (Awlgrip Off White)
-Custom nonskid paint on side decks and cuddy deck (Endura medium grey)
-Light grey Ultra Deck flooring in the cockpit and on the cockpit gunwales 
-Anti-fouling bottom paint system complete with 4 cotes of epoxy primer and 4 cotes of antifoul paint

Safety and Mooring Equipment
- Maxwell RC6 anchor windlass and anchor roller, 22 lb anchor with 50 of ¼” chain and 200’ of      
   1/2” rope  
-2x 5lb fire extinguishers and brackets 
-DOT-approved signal flares 
-Small passenger vessel safety equipment
-3 black F5 fenders with lines
-3x 5/8”x 20’ tie up lines


